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• 3 Input - 6 Output

• 15 Segment parametric equalizer

• 31 Segment graphic equalizer

• 5 Segment dynamic equalizer

• 7 Bands EQ in stereo main output

• 512-Order FIR filter

• Gain/Phase/Mute, channel level indication, delay,

  Pressure limiter, noise gate, channel routing, FIR filter

  marshalling, channel replication, noise/signal generator

• RS232 serial port protocol for external control

• Can be connected to PC host software via USB or Rj45

DESCRIPTION

Klangmeister DP series is a new generation and 

high-end DSP processor. DP series supporting

multiple analog signal routing, users can connect

the machine through USB or Intranet IP and other 

ways to controlthe upper computer, simple and 

friendly PC software interface is more intultive, 

easy to understand the way presented to the user 

operation.
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Techn�cal Spec�ficat�ons

DP-36

Frequency response:

Total harmonic distortion

Signal to noise Ratio

Ground noise

Dynamic range (20Hz-20kHz, 0dB)

Maximum gain (Input to output)

Maximum delay (Input to output)

Channel separation (@1kHz between channels) 

Common-mode rejection ratio

Input impedance

Output impedance

Max. Input level

Max. Output level

Input gain range (Adjustable)

Output gain range (Adjustable)

A/D Chip

A/D Sampling rate

A/D Converter bit wide

D/A Chip

A/D Sampling rate

A/D Converter bit wide

DSP Chip

DSP Master Frequency

DSP Bit width

: 20 Hz ÷ 20 kHz

: <0,003% 

: 110dB A weighting

: <-90dBu

: >116dB

: 48dB

: 750ms

: >80dB 

: 60Hz>100dB@+20dBu 

: 20kΩ balanced/10kΩ unbalanced

: 100Ω balanced/10Ω unbalanced

: +20dBu

: +20dBu

: -80dB ~ +12dB

: -80dB ~ +12dB

: Ak5552

: 768kHz

: 32 bit

: Ad1955

: 192kHz

: 24 bit

: ADSP-21571

: 500MHz

: 32/40/64 bit floating point

Dimension (WxHxD)

Weight

: 483x45x203mm

: 2.38kg

Electrical specifications Power supply: : Internal

Voltage requirements: : 230V AC 50Hz

Standard compliance Safety agency: : CE compliant

Klangme�ster products are cont�nually �mproved. All spec�ficat�ons are therefore subject to change w�thout not�ce.
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